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DOWNSTREAM (D/S) INVERT
LEVEL

MIN. 75mm RECESS SEAT
FOR  GRATE

HEAVY DUTY GRATED
INLET GALVANIZED
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CAST IN-STU CONCRETE
APRON WITH T12 DOWELS
AND TRIM BAR ALL ROUND

MIN. 50mm COVER TO
REINFORCEMENT

PRE-CAST CONCRETE
MANHOLE SECTIONS AND
COVER SLAB TO BE BEDDED WITH
MORTAR PROPRIETARY BITUMEN OR
RESIN MASTIC SEALANT WITH
MIN. 225mm THICK CONCRETE

DIRECTION  OF
FLOW

CARRIER DRAIN  TO BE
1/2 PERFORATED uPVC

SLOTTED PIPE

THE BOTTOM OF PRE-CAST
SECTIONS TO BE BUILT INTO THE
CONCRETE BASE A MINIMUM
OF 75mm

CONSTRUCTION JOINT

ALL INSITU CONCRETE TO BE C20
WITH SULPHATE RESISTING CEMENT UNLESS
NOTED OTHERWISE

MANHOLE BASE TO BE
CAST DIRECT ON WELL
COMPACTED FIRM FOUNDATION
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50mm PERFORATED
AGGRICULTURAL DRAIN
AT MAXIMUM____ Mt CENTRES

HALF PERFORATED
CARRIER DRAIN

SLOPE TO DRAIN

GULLY MANHOLE

GRANTED INLET

PRECAST CONCRETE
EDGE RESTRAINT

500mm

TRACK SURFACE
FALL TO DRAIN

TRACK BLINDING LAYER
DRAINS FALL TO CARRIER DRAIN

INSIDE TRACK
RUNNING RAIL
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GULLY MANHOLE SECTION DETAIL
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TRACK SURFACE DRAINAGE LAYOUT
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