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LONGITUDINAL SECTION THROUGH TANK 

DISTRIBUTION CHAMBER DISPOSAL TRENCH/ SOAK PIT DESIGN
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450X600mm OPENING DOUBLE

SEAL, CAST IRON COVER

ROOF SLAB 150mm CONCRETE

20/19 MPAREINFORCED WITH 10mm

DIA. BARS M.S. AT 150mm C/C IN

BOTH DIRECTIONS

200mm THICK BAFFLE WALL IN

HOLLOW BLOCK FILLED WITH

CONCRETE THE JOINTS FLUSH

POINTED
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228mm THICK WALLS IN

HOLLOW BLOCK-FILLED WITH

CONCRETE AS WORK

PROCEEDS

20mm CEMENT MORTAR

RENDERING 1 : 3 TO

INTERNAL FACES

20/19 MPA THICK

CONCRETE

20/19 MPA THICK CONCRETE

BASE SLAB WITH REF. NO. 395

MESH REINFORCEMENT TO SLAB

OF ALL TYPES FROM CM UP.
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TRENCH SIDES

ROUGHENED TO

RESTORE THE NATURAL

INFILTRATION

SURFACE

GRANULAR FILL PLACE

50mm LAYER OF DRIED

GRASS OR HESSIAN

SOIL BACKFILL

THE DRAIN THROUGH SOAKWAY TO BE

LAID OPEN JOINTED OR PREFERABLY IN

PERFORATED PITCH FIBRE OR UPVC

THE DRAIN FROM THE SEPTIC

TANK AND THE DISPOSAL PIPE TO

BE LAID AT A GRADIENT NOT

LESS THAN 1/200
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200 620 200

75 TO 20mm CLEAN GRANULAR

FILL

450X600mm ACCESS CENTRAL TO

INLET & OUTLET PIPES.
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228mm THICK WALLS IN

HOLLOW BLOCK-FILLED WITH

CONCRETE AS WORK

PROCEEDS

HANDFILLED AND

COMPACTED HARDCORE

IN LAYERS

MASS CONCRETE

CLASS 15

F.G.L F.G.L

SEPTIC TANK

CHAMBER DETAILS
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